
  
  
  
  

MSDS is available upon request through your sales contract office, or via the Internet. This product should not be used for purposes other than its intended use. Take used oil to 
an authorised collection point. Do not discharge into drains, soil or water.  
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DESCRIPTION 
5W-20 is full synthetic multigrade engine oil 
manufactured using high quality additives and base oils 
for use in new vehicles with modern engine technology 
that are specifically designed to use low viscosity motor 
oil for maximum fuel efficiency and superior 
performance for petrol and diesel engines.  
 

 
BENEFITS 

 
PERFORMANCE LEVEL 

o Best fuel economy performance • API SN  

o Excellent cold start • ACEA A1/B1-12  

o Excellent anti-wear, anti-foam, anti-rust properties • ILSAC GF-5  

o Protects against sludge and varnish formation   

   

 
AVAILABLE IN 
1L, 4L, 5L, 10L, 20L, 50L, 208L, IBC, FLEXITANK 

 
 
 

 
TECHNICAL PROPERTIES 

CHARACTERISTIC TEST METOD TYPICAL 
VALUE 

Appearance Visual  Clear 
Color ASTM D1500 3 
Density at 20oC, g/cm3 ASTM D4052 0,845 
Kinematic viscosity, 100 oC, mm2/s ASTM D445 8 
Kinematic viscosity, 40 oC, mm2/s ASTM D445 41 
Viscosity Index ASTM D2270 172 
TBN, mg KOH/g ASTM D2896 7,5 
Pour point, oC ASTM D97 -40 
Flash point, oC ASTM D92 230 
Copper Corrosion ASTM D130 1a 
Sulfated Ash, % m/m ASTM D874 1,1 


